
Section 38 – Traffic Calming & Footpath Construction Works along R-666 Ballyduff 

  

 

 

 

 

End of 1.2m wide  
Cobble locked Footpath  New Cobble locked Footpath to be 

constructed to tie into existing 
Footpath 
 AS DETAILED IN DRAWING PART 1 of 2  

R-666 FERMOY 

R-666 LISMORE 

Tie-in to 
existing 
Footpath 

G 

F 
LEGEND 
Points F to G - 1.8m wide narrowing to 1.4m/1.5m wide Cobble 
locked Footpath to tie into existing Footpath on Main St. 

- Existing Footpaths 
 
Upgraded Public Lighting to be installed along 
Footpath...….where required 
 
'RUMBLE STRIPS' to be laid along R-666 in advance of the 
approach SPEED LIMIT signage to encourage Speed Reduction 
entering Ballyduff 
 
‘DRIVE SLOWLY THROUGH BALLYDUFF’ Signage to be erected on 
both approaches to Village along R-666 
 
Existing Road Markings to be refreshed along the extent of 
works 
 
Dropped Kerbing to be provided along all  existing Pedestrian 
and Vehicular access points 
 

Roadside Kerbing with a protective 
bollard to be constructed around the 
corner of the existing building 
extending from the end of the existing 
Footpath to provide protection from 
turning and approaching vehicles 

Cobbled Locked Build-out 
to be constructed along 
the length of the existing 
external Eating Area   

Cobbled locked Build-out to be 
constructed along the length 
of the existing external Eating 
Area   



Section 38 – Traffic Calming & Footpath Construction Works along R-666 Ballyduff 

 

R-666 Main St. 

A 

A 

C 

D 

E 

F 

G 

'RUMBLE STRIPS' to be laid 
in advance of the approach 
SPEED LIMIT signage to 
encourage Speed Reduction 
entering Ballyduff 

B R-666 Ballyduff 

LEGEND 
Point  A to C - Widened Cobble locked Footpath to be constructed 
Point C to D - 1.5m wide Cobble locked Footpath to be constructed 
Point E to F - 1.8m wide Cobble locked Footpath to be constructed 
Point F to G - 1.8m wide narrowing to 1.4/1.5m wide Cobble locked Footpath to tie into existing 
Footpath on Main St. 

Existing Footpaths 
 Storm water Drainage/Roadside gullies to be laid along extent of works...where required 
Upgraded Public lighting to be installed along Footpath...….where required 
Existing Road markings to be refreshed along the extent of works 
Dropped Kerbing to be provided along all  existing Pedestrian and Vehicular access points 

Tie-in to existing 
 Footpath 

‘NO ENTRY’ Signage to be 
erected heading uphill 
along L-96662 beyond 
entrance to dwellinghouse. 
 
 

 ‘RAISED RAMP’ 
Crossing to be 
provided at 
Junction  
 
 


