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2.0m wide Concrete Footpath to be constructed extending 
from end property linking to the existing Footpaths 
constructed along the L-2012 in 2021  
 
 Public Lighting to be installed along the extents of 
Footpath Construction works 
 
Dropped Kerbing to be provided along all existing 
Pedestrian and Vehicular access points 
 

ACTIVE TRAVEL WORKS 
COMPLETED IN 2021    
 
Existing Footpath, Drainage, Public 
Lighting, Pedestrian Crossing & Road 
Surfacing completed in 2021 

L-2012 

L-2014 

450mm diam uPVC Storm water drainage 
pipe to be laid extending from Junction 
linking L-2013/L-2012 and outfalling to 
the River Goish 
 
Stormwater Drainage Gullies to be 
installed along new footpath construction 

L-2012 

L-2011 

FUTURE ACTIVE TRAVEL PHASE 
 
 2.0m wide Concrete Footpath to 
be constructed along the L-2013 
(Presbytery Rd.) linking to 
proposed Footpaths alongside the 
L-2012  
 
 Public Lighting to be installed 
along the extents of future 
Footpath construction 

R-671 
Clashmore 

R-671 towards 
N-72 Rockfield 

L-2012 towards 
Villierstown 

L-2013 
 Presbytery  Rd. 

1.8m wide Concrete Footpath to be constructed 
along L-2012 in front of existing Properties 
 
Dropped Kerbing to be provided along all 
existing Pedestrian and Vehicular access points 
 

LEGEND 
                  .... Proposed Footpath Construction  
                  .... Existing Footpaths  
                  .... Existing Footpaths completed -  ACTIVE TRAVEL 2021 
                    .... FUTURE ACTIVE TRAVEL PHASE 

  ....Proposed Roadside Kerbing & Verge Infill landscape works 
                  ....Proposed Drainage Works  



SECTION 38 - TRAFFIC CALMING & FOOTPATH CONSTRUCTION WORKS – AGLISH VILLAGE..........PART 2 OF 2 

 

FUTURE ACTIVE TRAVEL PHASE 
 
 Concrete Footpath to be 
constructed along the L-2013 
(Presbytery Rd.) linking to Footpaths 
property along the L-2012  
 
 Public Lighting to be installed along 
the extents of Footpath construction 

2.0m  to 2.4m wide Concrete Footpath to be constructed along the L-2014 extending 
from the existing Footpaths alongside ‘Bothar Na gCrann’ Housing Development and 
linking to the existing Footpath.  
Roadside Kerb to Kerb width = 6.0m 
               2.4m wide uncontrolled Pedestrian Crossing to be located adjacent to existing 
Car Parking area adjacent to Shop 
Stormwater Drainage/Roadside Gullies to be laid along extents of Footpath 
construction works  
Ducting to be installed for the provision of upgraded Public Lighting along the extents 
of Footpath construction works 
Dropped Kerbing to be provided along all Vehicular access points 
 

L-2014 

L-2014 towards R-671 

Shop/Petrol 
Station 

L-6057  
Ballinaparka 

L-2013 
 Presbytery  Rd. 

Graveyard 

2.0m to 2.3m wide Concrete Footpath to be constructed along the L-2014  from 
its junctions with the L-6057 and extending across the Petrol station site 
entrance exit.......Roadside Kerb to Kerb width = 6.0m 
Stormwater Drainage/Roadside Gullies to be laid along extents of Footpath 
construction works  
Concrete Build-out to be constructed at the Junction of L-6057/L-2014 to 
improve Junction visibility.......as detailed in Photograph across 
                Kerb line to extend to the end of timber fencing with verge infill with 
topsoil 
Dropped Kerbing to be provided along all existing Pedestrian and Vehicular 
access points 
 

Existing damaged old Concrete Footpath 
alongside ‘Bothar Na gCrann’ Housing 
Development to be widened to 2.0m. 
Existing Parking Lane to be widened to 2.4m 
alongside 6.0m wide carriageway 
3 Build-outs to be constructed along length of 
Parking Lane... as indicated.... 

Junction Build-out to 
be constructed 

2.0m wide Concrete 
Footpath  narrowing to 
1.8m and widening to 2.3m 
across full width of Petrol 
Station Entry & Exit 


